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ABSTRACT
The abstract of the article describing the content and the effect of the undertaken research („Times New Roman” font 12, single spacing).

Introduction
„Sustainable production, instrumentation and engineering sciences” (SPIES) publishes article only in English. The whole article should be written in „Times New Roman” font 12, with single spacing. The margins should be standard (2,5 cm on each side). Please, do not use any text formatting or styles. All additional formats and styles make further editing more difficult.
The introduction should extensively describe literature research and describe research context of all presented results. It should point and present the research gap justyfying the researches undertaken by the authors. 
The division of the article into sections and subsections is optional.
 
Methodology
This section should include precise description of reserch methods and the devices and tools used for the research. The incomplete description or lack of description can make the analysis and the assessment of the article difficult 
The figures and tables should be preceeded by particular notice in the text. 
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Table 3. The description of the table („Times New Roman” font 12, single spacing).
	Mechanical properties

	Tensile strenght
	Rm [MPa]
	250 -350 

	Yield Strenght
	Re [MPa]
	165 – 228 MPa

	Elongation
	A [%]
	0.8 – 0.3 %

	Modulus of elasticity
	E [GPa]
	103 – 118 GPa

	Poisson’s ratio
	ⱴ
	0.26

	Fracturetoughness
	KIC
	480
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Results& Discussion
The content of the section („Times New Roman” font 12, single spacing).

Conclusions
The conclusions should briefly describe the results and refer to precise values of the results („Times New Roman” font 12, single spacing).
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